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KERN Pictograms
 Internal adjusting (CAL): Quick setting of the 
balance’s accuracy with internal adjusting 
weight (motordriven).

 Weighing with tolerance range: Upper and 
lower limiting can be programmed individu-
ally, e.g. dosing/sorting.

GLP/ISO record keeping of weighing data 
with date, time and identifi cation-no. 
Only with printers from KERN.

 Rechargeable battery pack: 
rechargeable set.

Piece counting: Reference quantities 
selectable. Display can be switched from 
piece to weight

Animal weighing program: 
Strong vibrations are fi ltered out to
determine a stable weighing result.

 Stainless steel: the balance is protected 
against corrosion.

Suspended weighing: load support with 
hook on the underside of the balance.

 Percentage determination: Displays the 
deviation from the reference weight (100%) 
in % instead of grams.

 Power supply: integrated in balance. 
230V/50Hz in Germany. On request GB, 
AUS or USA version.

Adjusting program (CAL): For quick setting 
of the balance’s accuracy. External adjusting 
weight required.

Spray and dust protection IPxx
The type of protection is shown by the
pictogram. For details see the glossary.

Net-total weighing: weight of tare cup and 
weight of components memorized in two 
separate stores.

Mains adapter: 230V/50Hz in standard
version for Germany. On request GB,
AUS or USA version.

 Data interface: The type of interface is 
shown by the pictogram. See the glossary 
for further details.

 Battery operation: The battery type is 
specifi ed for each device. 

 Weighing units: Can be switched to e.g. non-
metric units at the touch of a key. See balan-
ce model. Please refer to KERN‘s website for 
more details.

 Tare: put back displayed value to “0” during 
weighing process, e.g. to add or remove 
weighing material from a container. 

Verifi cation possible. The time required for 
verifi cation is specifi ed in the pictogram.

DKD calibration possible. The time 
required for DKD calibration is specifi ed 
in the pictogram.

[DMS] For details on weighing technologies, 
  see the glossary.

Package 
shipment 
via courier.

Pallet shipment 
via freight 
forwarder.

Warranty: The warranty period is shown in 
the pictogram.

High quality and reliable services for our customers. 
KERN – Professional measuring. 

APPROVAL FOR THE 
MANUFACTURE OF 
M E D I C A L
PRODUCTS
EN 13485 and 
9 3 / 4 2 / E E C

A P P R O V A L  FOR 
MANUFACTURER`S

I N I T I A L
C A L I B R A T I O N

2009/23/EEC

KERN - measuring technology and testing services from a single source

KERN medical products catalogue

Complete line of medical scales, from in-
fant scales to professional patient scales, 
seated scales and adiposity scales, as 
well as innovative manual force scales, 
chemist‘s scales, and veterinary scales.  

KERN main balances 

catalogue

Provides a complete over-
view of the KERN line of 
balances, test weights, and 
services.

KERN branch prospectuses

Compact overview of the balance 
customers in an industry – just the 
balances your customers need!

KERN DKD calibration 
service brochure

Detailed information on topics pertai-
ning to the calibration of balances, test 
weights, and force measuring devices.

SAUTER measuring 

equipment catalogue

Test instruments for industry 
and commerce, such as force, 
coating thickness, material 
thickness, and hardness 
measuring systems, as well as 
stroboscopes.

Dear sales partner: 
KERN weighing technology continues to impress – 2011 will be bigger and more innovative. 

Our focal points for 2011 are:
· Laboratory balances for the next generation
· High-end moisture analyzers with Single Cell technology
· Industrial scales with innovative touchscreen operation
· Counting balances and counting systems
· Particularly cost-eff ective test weights
· DKD calibration for balances, test weights, force sensors, volumes

Our subsidiary SAUTER GmbH, Balingen, off ers force measuring devices, hardness, thickness and 
layer thickness measuring devices, and associated testing services. See catalogue below. Orders 
can be placed via KERN‘s web shop.

More than 167 years of experience in precision scales ... 

... and our close relationship with dealers is just as long. Working with us is easy and speed is one 
of our key features. Our commitment to satisfy our customers never stops. Perhaps this is one of 
the reasons why our roots can be traced so far back in history.

Martin & Albert Sauter, Management
[Balingen, January 2011]

Our tip – give us a visit sometime in the Museum of scale and weight…

How a scale learns to weigh! Come and experience Kern history in the Zollernschloss at Balingen … www.balingen.de ➔ Culture

OUr Tip:
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5 g 5 kg HDB 5K5 42,– 117 1 ■ ■
10 g 10 kg HDB 10K10 42,– 117 1 ■ ■
10 g 20 kg HCB 20K10 105,– 118 1 ■ ■
20 g 15 kg CH 15K20 55,– 117 1 ■ ■
20 g 50 kg HCB 50K20 115,– 118 1 ■ ■
50 g 20 kg HCB 20K50 85,– 118 1 ■ ■
50 g 20 kg HCN 20K50IP 120,– 118 1 ■ ■ ■ ■
50 g 50 kg CH 50K50 60,– 117 1 ■ ■
50 g 99 kg HCB 99K50 120,– 118 1 ■ ■
50 g 150 kg HFB 150K50 260,– 119 1 ■ ■
50 g 150 kg HUS 150K50 370,– 120 1 ■ ■
50 g 150 kg HTS 150K50IP 670,– 123 7 ■ ■ ■
50 g 150 kg HTS 150K50IPM 740,– 123 7 ■ ■ ■

100 g 50 kg CH 50K100 50,– 117 1 ■ ■
100 g 50 kg HCB 50K100 90,– 118 1 ■ ■
100 g 50 kg HCN 50K100IP 150,– 118 1 ■ ■ ■ ■
100 g 200 kg HCB 200K100 120,– 118 1 ■ ■
100 g 300 kg HFB 300K100 260,– 119 1 ■ ■
100 g 300 kg HUS 300K100 390,– 120 1 ■ ■
100 g 300 kg HTS 300K100IP 700,– 123 7 ■ ■ ■
100 g 300 kg HTS 300K100IPM 770,– 123 7 ■ ■ ■ ■
100 g 1000 kg HFM 1T0.1 530,– 121 1 ■ ■
200 g 100 kg HCB 100K200 110,– 118 1 ■ ■
200 g 100 kg HCN 100K200IP 150,– 118 1 ■ ■ ■ ■
200 g 600 kg HFB 600K200 260,– 119 1 ■ ■
200 g 600 kg HUS 600K200 410,– 120 1 ■ ■
200 g 600 kg HTS 600K200IP 730,– 123 7 ■ ■ ■
200 g 600 kg HTS 600K200IPM 800,– 123 7 ■ ■ ■ ■
500 g 200 kg HCB 200K500 105,– 118 1 ■ ■
500 g 200 kg HCN 200K500IP 150,– 118 1 ■ ■ ■ ■
500 g 1 t HUM 1000K500 690,– 122 1 ■ ■
500 g 1,5 t HTS 1.5T0.5IP 1020,– 123 7 ■ ■ ■
500 g 1,5 t HTS 1.5T0.5IPM 1090,– 123 7 ■ ■ ■ ■
500 g 3 t HFM 3T0.5 570,– 121 1 ■ ■
500 g 5 t HFM 5T0.5 730,– 121 1 ■ ■

1 kg 3 t HUM 3000K1000 820,– 122 1 ■ ■
1 kg 3 t HTS 3T1IP 1510,– 123 7 ■ ■ ■
1 kg 3 t HTS 3T1IPM 1580,– 123 7 ■ ■ ■ ■
1 kg 10 t HFM 10T1 980,– 121 1 ■ ■
2 kg 6 t HTS 6T2IP 1900,– 123 7 ■ ■ ■
2 kg 6 t HTS 6T2IPM 1970,– 123 7 ■ ■ ■ ■
5 kg 10 t HTS 10T5IP 2130,– 123 7 ■ ■ ■ ■
5 kg 10 t HTS 10T5IPM 2200,– 123 7 ■ ■ ■ ■

Hanging scales / crane scales

 13  Hanging scales / 
crane scales 

KERN Model Page

HDB Convenient and always handy
CH  117

HCB The handy scales for higher loads, also with IP65
HCN  118

HFB  The professional alternative up to 600 kg 
with rear-facing second display 119

HUS Compact up to 600 kg 120

HFM High resolution industrial crane scale up to 10 t 121

HUM Ideal for the industry, up to 3 t 122

HTS  Top level model up to 10 t, with IP65 and 
EC-Type Approval [M] 123

Read-out

d

Weighing
range

Max

Model

KERN

Price €
excl. VAT
ex works

Page

ready for
shipping For an explanation of the symbols, see the fl ap of the envelope

Quick-Finder Hanging scales/crane scales  = Standard  = Option
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KERN €
HDB 5K5 5 5 12 105x70x25 195 0,15 42,- 963-127 65,-
HDB 10K10 10 10 12 105x70x25 195 0,15 42,- 963-128 80,-

CH 15K20 15 20 11 90x30x175 270 0,25 55,- 963-128 80,-
CH 50K50 50 50 11 90x30x175 270 0,25 60,- 963-128 80,-
CH 50K100 50 100 11 90x30x175 270 0,25 50,- 963-128 80,-

KERN HDB KERN CH

Hanging scales / crane scales

STANDARD              STANDARD          OPTION   

                        
Model

KERN

Weighing
range
[Max]

kg

Read-
out
[d]
g

LCD display,
digit height

mm

Dimensions
housing
WxDxH

mm

Height
with hook

mm

Net
weight
approx.

kg

Price
excl. of VAT

ex works
€

Option
DKD Calibr. Certifi cate

For more information, please visit www.kern-sohn.com/en/ · Order hotline +49-(0)7433-9933-0

Hanging scales KERN HDB · CH

Features

• Multi data hold function: 
By pressing the Hold key...
- the weight display can be „frozen“ for 5 sec
- the weight display can be „frozen“ until any
key is pressed
When the weighing value remains unchanged...
- the weight display is automatically „frozen“
for 5 sec
-  the weight display is automatically „frozen“
until any key is pressed

HDB:
• Hook (stainless steel), can be hinged
• Ready for use: 2x 1.5V AAA standard. 

AUTO-OFF function to preserve the battery. 
Operating time approx. 180 h

• Further weighing units: kg, lb, N

CH:
• Hook (stainless steel)
• Tape measure, extractable, 

length approx. 100 cm
• Peak load display (peak hold), 

measuring frequency 5 Hz
• Ready for use: 9V Block standard. 

AUTO-OFF function to preserve the 
battery, can be switched off 

• Further weighing units: kg, lb, N
• Permissible ambient temperature 

5°C / 35°C

Convenient and always handy

 Order Hotline: Go to back page of catalogue
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KERN €
HCB 20K10 20 10 12 150x80x45 290 0,4 105,- 963-128 80,-
HCB 20K50 20 50 12 150x80x45 290 0,4 85,-   963-128 80,-
HCB 50K20 50 20 12 150x80x45 290 0,4 115,- 963-128 80,-
HCB 50K100 50 100 12 150x80x45 290 0,4 90,-   963-128 80,-
HCB 99K50 99 50 12 150x80x45 290 0,4 120,- 963-129 95,-
HCB 100K200 100 200 12 150x80x45 290 0,4 110,- 963-129 95,-
HCB 200K100 200 100 12 150x80x45 290 0,4 120,- 963-129 95,-
HCB 200K500 200 500 12 150x80x45 290 0,4 105,- 963-129 95,-

HCN 20K50IP 20 50 12 175x95x55 315 0,8 120,- 963-128 80,-
HCN 50K100IP 50 100 12 175x95x55 315 0,8 150,- 963-128 80,-
HCN 100K200IP 100 200 12 175x95x55 315 0,8 150,- 963-129 95,-
HCN 200K500IP 200 500 12 175x95x55 315 0,8 150,- 963-129 95,-

KERN HCB KERN HCN

Hanging scales / crane scales

STANDARD                    STANDARD          OPTION   

                              
Model

KERN

Weighing
range
[Max]

kg

Read-
out
[d]
g

LCD display,
digit height

mm

Dimensions
housing
WxDxH

mm

Height
with hook

and snap link
mm

Net
weight
approx.

kg

Price
excl. of VAT

ex works
€

Option
DKD Calibr. Certifi cate

stainless steel

Price reduction

For more information, please visit www.kern-sohn.com/en/ · Order hotline +49-(0)7433-9933-0

Hanging scales KERN HCB · HCN

Features

• Multi data hold function: 
By pressing the Hold key...
-  the weight display can be „frozen“ for 5 sec
- the weight display can be „frozen“ until any
key is pressed
When the weighing value remains unchanged...
-  the weight display is automatically „frozen“ 
for 5 sec
- the weight display is automatically „frozen“
until any key is pressed

• LCD display, digit height 12 mm

• Peak load display (peak hold), measuring 
frequency 5 Hz

HCB:
• Ready for use: 3x 1.5V AA standard, opera-

ting time approx. 300 h

HCN:
• Second display on the rear of the balance
• Ready for use: Batteries included, 2x 1,5V AA, 

operating time approx. 200 h
•  1  Stainless steel housing, IP65 protection 

Options

• Hook (stainless steel) included, aperture 
approx. 25 mm, can be reordered, 
KERN HCB-A02, € 30,-

• Snap link included (stainless steel) with 
safety catch, aperture approx. 15 mm, 
can be reordered, KERN HCB-A01, € 30,- 

Convenient for hanging loads

 Order Hotline: Go to back page of catalogue
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A B C D

mm mm mm mm KERN €
HFB 150K50 150 50 3,2 26 25 358 390 260,- 963-129 95,-
HFB 300K100 300 100 3,2 26 25 358 390 260,- 963-129 95,-
HFB 600K200 600 200 3,2 26 25 358 390 260,- 963-130 150,-

1

Hanging scales / crane scales

STANDARD                  STANDARD          OPTION   

                            
Model

KERN

Weighing
range
[Max]

kg

Read-
out
[d]
g

Net
weight
approx.

kg

Dimensions Price
excl. of VAT

ex works
€

Option
DKD Calibr. Certifi cate

For more information, please visit www.kern-sohn.com/en/HFB · Order hotline +49-(0)7433-9933-0

Crane scale KERN HFB

Features

•  1  With the TÜV/GS certifi cation mark, the 
scale meets the requirements of the German 
Equipment and Product Safety Act (Gerä-
te- und Produktsicherheitsgesetz, GPSG) 
and has been tested in accordance with EN 
13155 (Non-fi xed load lifting attachments) 
and EN 61010-1 (Elektrische Sicherheit)

• High mobility: thanks to battery operation, 
compact construction and low weight, it is 
suitable for use in several locations (produc-
tion, warehouse, dispatch department,...)

• 3  Second display on the rear of the balance
• Hook with safety catch, revolving

• Rechargeable battery pack internal, 
standard, operating time approx. 30 h, 
charging time approx. 14 h with mains 
adapter. Charge indicator using LED

• Data hold function: When the weighing value 
remains unchanged the weight indicated on 
the display is automatically „frozen“ until the 
HOLD key is pressed

• Tare: Resets the display to „0“ when there is 
a load on the scale. Now removed or added 
loads are directly displayed

• 2  Radio remote control standard. Range 
approx. 20 m. All functions can be selected 
(excl. ON/OFF). WxDxH 48x10x95 mm. 
Batteries included 2 x 1,5 V AAA

Technical data

• Superior display size: digit height 25 mm. 
Bright backlight for easy reading of weight, 
even from a distance

• Dimensions housing 
WxDxH 163x126x158,5 mm

• Precision: 0.2 % from [Max]
• Permissible ambient temperature 

0°C / 40°C

The professional alternative up to 600 kg 
with rear-facing second display

 Order Hotline: Go to back page of catalogue
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KERN €
HUS 150K50 150 50 370,- 963-129 95,-
HUS 300K100 300 100 390,- 963-129 95,-
HUS 600K200 600 200 410,- 963-130 150,-

1

Hanging scales / crane scales

STANDARD                STANDARD          OPTION   

                          
Model

KERN

Weighing range

[Max]
kg

Readout

[d]
g

Price
excl. of VAT

ex works
€

Option
DKD Calibr. Certifi cate

For more information, please visit www.kern-sohn.com/en/HUS · Order hotline +49-(0)7433-9933-0

Crane scale KERN HUS

Features

•  1  With the TÜV/GS certifi cation mark, the 
scale meets the requirements of the German 
Equipment and Product Safety Act (Geräte-
und Produktsicherheitsgesetz, GPSG) and 
has been tested in accordance with EN 
13155 (Non-fi xed load lifting attachments) 
and EN 61010-1 (Elektrische Sicherheit)

• Hook with safety catch, forged steel, 
nickel-plated, revolving

• Loop forged steel, nickel-plated
• Rechargeable battery pack internal, 

standard, operating time approx. 120 h, 

charging time approx. 8 h (internal charging 
with mains adapter). Selectable: AUTO-OFF 
function or permanent operation. Charge 
condition indicator using three-colour LED

• Data hold function: When the weighing value 
remains unchanged the weight indicated on 
the display is automatically „frozen“ until the 
HOLD key is pressed

• Tare: Resets the display to „0“ when there is 
a load on the scale. Now removed or added 
loads are directly displayed

• 2  Infrared remote control standard. Range 
approx. 2,5 m. All functions can be selected. 
WxDxH 120x60x15 mm. Batteries included, 
2 x 1,5 V AAA

Technical data

• Backlit LCD display, digit height 23 mm
• Dimensions housing 

WxDxH 150x145x160 mm
• Total height from loop to hook 380 mm 

(KERN HUS 600K200: 400 mm)
• Precision: 0.2 % from [Max]
• Net weight approx. 4 kg
• Permissible ambient temperature 

0°C / 40°C

Compact up to 600 kg

 Order Hotline: Go to back page of catalogue
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A B C D

mm mm mm mm KERN €
HFM 1T0.1 1000 100 15 80 40 540 610 530,- 963-130 150,-
HFM 3T0.5 3000 500 16,5 75 50 540 610 570,- 963-132 400,-
HFM 5T0.5 5000 500 25 75 50 650 730 730,- 963-132 400,-
HFM 10T1 10000 1000 37 100 60 750 840 980,- 963-132 400,-

Hanging scales / crane scales

STANDARD                STANDARD          OPTION   

                          
Model

KERN

Weighing
range
[Max]

kg

Read-
out
[d]
g

Net
weight
approx.

kg

Dimensions Price
excl. of VAT

ex works
€

Option
DKD Calibr. Certifi cate

For more information, please visit www.kern-sohn.com/en/HFM · Order hotline +49-(0)7433-9933-0

Crane scale KERN HFM

Features

•  1  With the TÜV/GS certifi cation mark, 
the scale meets the requirements of the 
German Equipment and Product Safety 
Act (Geräte- und Produktsicherheitsgesetz, 
GPSG) and has been tested in accordance 
with EN 13155 (Non-fi xed load lifting 
attachments) and EN 61010-1 (Elektrische 
Sicherheit).

• Professional device for robust applications 
in production, quality control, logistics, 
etc. Because of its stable construction and 
robust design, it is ideal for continuous use 
in industrial applications

• High mobility: thanks to battery operation, 
compact construction and low weight, it is 
suitable for use in several locations (produc-
tion, warehouse, dispatch department,...)

• Hook with safety catch, revolving
• Rechargeable battery pack internal, 

standard, operating time approx. 100 h, 
charging time approx. 14 h with mains 
adapter. Charge indicator using LED

• Adaptation to unstable environmental 
conditions by changing the readout

• Data hold function: When the weighing value 
remains unchanged the weight indicated on 
the display is automatically „frozen“ until the 
HOLD key is pressed

• Tare: Resets the display to „0“ when there is 
a load on the scale. Now removed or added 
loads are directly displayed

• 2  Radio remote control standard. Range 
approx. 20 m. All functions can be selected 
(excl. ON/OFF). WxDxH 48x10x95 mm. 
Batteries included, 2 x 1,5 V AAA

Technical data

• Superior display size: digit height 30 mm. 
Luminescent LED display for easy reading 
of the weight, even from a distance

• Precision: 0.2 % from [Max]
• Permissible ambient temperature 

0°C / 40°C

High resolution industrial crane scale up to 10 t

 Order Hotline: Go to back page of catalogue
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A B C D

mm mm mm mm KERN €
HUM1000K500 1000 500 16 210x228x180 56 42 550 620 690,- 963-130 150,-
HUM 3000K1000 3000 1000 18 210x228x180 73 45 580 650 820,- 963-132 400,-

1

Hanging scales / crane scales

STANDARD              STANDARD          OPTION   

                        
Model

KERN

Weighing
range
[Max]

kg

Read-
out
[d]
g

Net
weight
approx.

kg

Dimensions
housing
WxDxH

mm

Dimensions Price
excl. of VAT

ex works
€

Option
DKD Calibr. Certifi cate

For more information, please visit www.kern-sohn.com/en/HUM · Order hotline +49-(0)7433-9933-0

Crane scale KERN HUM

Features

•  1  With the TÜV/GS certifi cation mark, 
the scale meets the requirements of the 
German Equipment and Product Safety Act 
(Geräte- und Produktsicherheitsgesetz, 
GPSG) and has been tested in accordance 
with EN 13155 (Non-fi xed load lifting 
attachments) and EN 61010-1 (Elektrische 
Sicherheit)

• Robust metal housing
• Adjusting program CAL, external test weights 

at an additional price

• Rechargeable battery pack internal, 
standard, operating time approx. 80 h, 
charging time approx. 8 h (internal charging 
with mains adapter). Selectable: AUTO-OFF 
function or permanent operation

• Data hold function: When the weighing value 
remains unchanged the weight indicated on 
the display is automatically „frozen“ until the 
HOLD key is pressed

• Tare: Resets the display to „0“ when there is 
a load on the scale. Now removed or 
added loads are directly displayed

• Hook with safety catch, revolving

• 2  Radio remote control standard. Range 
approx. 25 m. All functions can be selected 
(excl. ON/OFF). WxDxH 65x40x15 mm. 
Batteries included, 1 x 12V 23A

Technical data

• Luminescent LED display, digit height 25 mm
• Precision: 0.2 % from [Max]
• Permissible ambient temperature 

0°C / 40°C

Ideal for the industry, up to 3 t

 Order Hotline: Go to back page of catalogue



123

13

               

                                 
                                 

A B C D

mm mm mm mm KERN € KERN €
HTS 150K50IP 150 50 – 11,5 200x204x160 45 30 435 480 670,- – – 963-129 95,-
HTS 300K100IP 300 100 – 11,5 200x204x160 45 30 435 480 700,- – – 963-129 95,-
HTS 600K200IP 600 200 – 12 200x204x160 45 30 435 480 730,- – – 963-130 150,-
HTS 1.5T0.5IP 1500 500 – 13 200x204x160 60 28 443 505 1020,- – – 963-130 150,-
HTS 3T1IP 3000 1000 – 41 279x254x381 90 45 735 815 1510,- – – 963-132 400,-
HTS 6T2IP 6000 2000 – 65 279x254x381 100 67 900 1040 1900,- – – 963-132 400,-
HTS 10T5IP 10000 5000 – 65 279x254x381 100 67 900 1040 2130,- – – 963-132 400,-

HTS 150K50IPM 150 50 1 11,5 200x204x160 45 30 435 480 740,- 950-129 75,- 963-129 95,-
HTS 300K100IPM 300 100 2 11,5 200x204x160 45 30 435 480 770,- 950-129 75,- 963-129 95,-
HTS 600K200IPM 600 200 4 12 200x204x160 45 30 435 480 800,- 950-130 120,- 963-130 150,-
HTS 1.5T0.5IPM 1500 500 10 13 200x204x160 60 28 443 505 1090,- 950-130 120,- 963-130 150,-
HTS 3T1IPM 3000 1000 20 41 279x254x381 90 45 735 815 1580,- 950-132 400,- 963-132 400,-
HTS 6T2IPM 6000 2000 40 65 279x254x381 100 67 900 1040 1970,- 950-132 400,- 963-132 400,-
HTS 10T5IPM 10000 5000 100 65 279x254x381 100 67 900 1040 2200,- 950-132 400,- 963-132 400,-
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Hanging scales / crane scales

STANDARD                STANDARD          OPTION        FACTORY   

                                 
Model

KERN

Weighing
range
[Max]

kg

Read-
out

[d] = [e]
g

Minimum
load
[Min]

kg

Net
weight
approx.

kg

Dimensions
housing
WxDxH

mm

Dimensions Price
excl. of VAT

ex works
€

Options
Verifi cation DKD Calibr. Certifi cate

Note: For applications that require verifi cation, please order verifi cation at the same time, initial verifi cation at a later date is not possible. 
For the verifi cation at the factory, we need to know the full address of the location of use.

For more information, please visit www.kern-sohn.com/en/HTS · Order hotline +49-(0)7433-9933-0

Crane scale KERN HTS

Features

• 2  Infrared remote control standard. 
Range approx. 15 m. All functions can 
be selected (excl. ON). Input via numeric 
key pad. Incl. protective case. WxDxH 
200x80x28 mm. Batteries included, 
2 x 1,5 V AAA

• Hook chromed, with safety catch, 
revolving

• Data hold function: the weight display is 
„frozen“ by double-pressing a key, until 
the „C“ key is pressed

• Charge condition indicator using 
three-colour LED

Options

• Rechargeable battery pack internal, 
standard, operating time approx. 150 h, 
charging time approx. 15 h. For models with 
Max ≤ 1.500 kg internal with mains adapter. 
Can be reordered, KERN HTS-A01, € 90,-

• For models with Max ≤ 3.000 kg external 
through battery charger.. Can be reordered, 
KERN HTS-A02, € 165,-

Technical data

• Luminescent LED display, digit height 30 mm
• Precision: 0.1 % from [Max]

!  Only while stocks last

• Robust metal housing
• Standby function: automatic switch off  of the 

display after 5 min without a change of load. 
Automatic activation with the touch of a key

• Display Gross/Tare/Net by means of LEDs
• Further functions: 10 tare or unassigned 

memory units, e.g. for weight increments 
 or identifi cation numbers, Weighing sum 
memory (adds individual weighing results), 
Peak load display (peak hold)

Industrial crane scale up to 10 t, IP65, 
with EC-Type Approval [M]

 Order Hotline: Go to back page of catalogue
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